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Electronic Rapid Curing Device (eRCD)

Benefits

Applications

Ordering Information

Technical Specifications

eRCD Control Panel          PN: RCD-eRCD
Emitter | Small          PN: RC-MFE-S001 Emitter |  Medium          PN: RC-MFE-M001

Emitter | Large          PN: RC-MFE-L001 Holder          PN: RC-MFE-AC021

Operating Conditions:

Operating Conditions:

Control Panel:

Small: 10.6” x 3.5” x 3.9” (270 x 90x 100mm)
Medium: 24.2” x 3.2” x 3.5” (615x 80 x 90mm) 
Large: 30.5” x 3.2” x 3.5” (1200 x 80 x 90mm) 
3.2” to 8” (80 to 200mm)
Small:  6.3” x 3.5” (160 x 90mm)
Medium: 19.7” x 3.2” (500 x 80mm)
Large:  43.3” x 3.2” (1100 x 80mm)
Up to 248°F (+120°C ) 

Dimensions and weight:
  

Infrared emission distance:
Emission area:

Temperature range:

32°F (+0°C) to 122°F (+50°C )
90% maximum, without condensation

Temperature:
Humidity:

230Vac 3-phase – 60Hz / 400Vac 3-phase – 50Hz 
-13.5psi maximum (For composite repair bagging)
15.75’’ x 11.8’’ x 7.9’’ (400 x 300 x 200mm)
< 3lbs (15kg)

Power supply:
Vacuum:

Dimensions
 Weight:

Versatile solution to accelerate cure times of sealants, paints, composites and adhesives.

•  Fully customizable  •  Utilize up to 4 emitters at one time  •  User-friendly touch screen operation  
•  Programmed with preset configurations  •  Lightweight

•  Sealing of access doors, LRU (VOR, DME, antennas)  •  Topcoat touch-up  •  Resin /composite repairs  
•  Windshield Installation  •  Windshield Repair


